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Special Provision for Raised Reflective Pavement Markers
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April 18, 2003

This special provision was developed by the Bureau of Operations to provide
statewide requirements for raised reflective pavement markers used on bridge
decks.  It should be inserted into contracts requiring raised reflective pavement
markers on bridge decks.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the August 1, 2003 and subsequent lettings.  The Project
Development and Implementation Section will include the paper copy in the
contract.

This special provision will be available on the transfer directory April 18, 2003.
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RAISED REFLECTIVE PAVEMENT MARKERS (BRIDGE) (BDE)

Effective:  August 1, 2003

Add the following sentence to the end of the second paragraph of Article 781.03(a) of the
Standard Specifications:

“The installed height for the reflective pavement markers shall be approximately 7.5  mm
(0.3  in.) above the road surface.”

Revise Article 781.05 of the Standard Specifications to read:

“781.05 Basis of Payment.  This work will be paid for at the contract unit price per each for
RAISED REFLECTIVE PAVEMENT MARKER, RAISED REFLECTIVE PAVEMENT MARKER
(BRIDGE), TEMPORARY RAISED REFLECTIVE PAVEMENT MARKER, and REPLACEMENT
REFLECTOR.”

Revise the first paragraph of Article 1096.01(b) of the Standard Specifications to read:

“(b) The overall dimensions for raised reflective pavement markers shall be approximately
254 mm (10 in.) long by 140 mm (5.5 in.) wide and a maximum of 45 mm (1.76 in.) high.
The overall dimensions for bridge raised reflective pavement markers shall be
approximately 235 mm (9.25 in.) long by 149 mm (5.86 in.) wide and a maximum of 32
mm (1.25 in.) high.  The surface of the keel and web shall be free of scale, dirt, rust, oil,
grease, or any other contaminant which may reduce the bond.”

80105


